
STANDARD OCTAGONAL
4" ELECTRICAL JUNCTION BOX
(Supplied By Others)

Ø5" CEILING CANOPY

HANG STRAIGHT

Ø3
8" SUSPENSION TUBE

E-26 PORCELAIN SOCKET

1@5W  T-9 LED LIGHT BULB
CLEAR WARM WHITE 2700K

CRI90  40W EQUIVALENT
120V, DIMMABLE (*)

BULBRITE #LED5T9L/27K/FIL/3
(SUPPLIED BY OTHERS)

LASERCUT PATTERN@BOTTOM
WITH EXPOSED HARDWARE

Ø5" CANOPY

CLEAR SOLID
GLASS "TRIEDRI" DIFFUSER x 6

Ø3
8"  TUBE x 6

FINISHED
CEILING
LINE

Ø5"

CLEAR SOLID
GLASS "TRIEDRI"

   DIFFUSER x 630"
OAH

1558"
BH

PLAN VIEW
Scale:3"=-1'-0"

PARTIALLY SECTIONED
scale: 3"=1-0"

3D Perspective Rendering
scale: not to scale

Note, the rendering only shows the overall shape and proportions of the fixture.

The rendering doesn't accurately represent the color and finish of the metal, glass or wood.

(*)Request can be made for a list of the dimmer compatibility
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